
DISPOSER, SQUARE SINK FLANGE
Mounting Assembly
Instructions for installation of square sink flange mounting.

Compatible with: Quad, Kube, Arlington and Senator.

Fig. 1.1 identifies the following components:

A.	 Square sink flange. This item replaces the round sink 
flange as supplied with the Rangemaster disposer. 

B.	 Square rubber sink flange gasket. This item replaces 
the round rubber sink flange gasket as supplied with 
the Rangemaster disposer.

C.	 Square stainless plate. This is an additional item, not 
included in the carton with the Rangemaster disposer.

Speed Master Mount System - Read 
Completely Before Starting
Note: Pay close attention to the order of mount assembly 
when taking apart to install. They have been correctly 
assembled by the factory (Fig. 1.2). Also, see the cushion 
mount detail (Fig. 1.5) for the correct position of the cushion 
mount.

Note: Try practicing this assembly before you get under the 
sink, to get the “feel” of how the parts fit together.

1.	 Disassemble the mount assembly from the disposer 
by turning the mount ring to the left (clockwise) and 
remove.

2.	 Raise the mount ring toward the top of the sink flange. 
Remove the cushion mount. Remove the mount ring. 
You may want to practice installing the cushion mount 
at this point before you are under the sink.  
See point 6. Also see the Important: Cushion Mount 
Detail.

3.	 Unscrew the support ring from the sink flange and 
remove the fiber gasket. You are now left with the sink 
flange and rubber gasket. These two items are no longer 
required.

4.	 Insert the square sink flange through the square rubber 
gasket into the sink opening.

5.	 From underneath the sink, slip the stainless plate and 
fiber gasket onto the exposed sink flange. 

6.	 Screw the support ring onto the sink flange. Ensure the 
arrows are pointing up and hand tighten, until the 
sink flange will not move. At this point you may want to 
insert the stopper into the sink and fill it with water, to 
check the sink flange seal and ensure there are no leaks.

7.	 Place the mount ring over the sink flange and hold in 
place while installing the cushion mount (large side 
down). The groove on the inside of the cushion mount 
should fit over the lip on the sink flange, similar to 
putting the lid on a plastic container (Fig. 1.3 and  
Fig. 1.4). See Important: Cushion Mount Detail.

8.	 The disposer must be installed so that the reset button 
is readily accessible.

9.	 Some professional installers may opt to use plumbers 
silicone instead of the square rubber sink flange gasket. 
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Due to our policy of continual improvement, we reserve the right to change specifications without prior notice.
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Important - Cushion Mount Detail

nn
When the cushion mount is installed correctly, the 
lip of the sink flange fits into the groove on the 
inside of the cushion mount and the mount ring 
can be pulled downward over the cushion mount 
and will be free to rotate. The bottom bead of the 
cushion mount acts as a gasket between the bottom 
of the sink flange and the top of the disposer  
(Fig. 1.5). 

Note: This insert replaces step 3 in the installation manual. 
Please refer to the additional food waste disposer installation 
manual for the remaining installation steps.
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